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Cascade LED Light - LEDPU Series

Applicable item:SL-1100-01-78L（（12VDC 2A））

2、、Adjust the light to the position showed in picture 2.（（NO.2)

3、、Insert the fitting into the handle of the light. (NO.3)

CAUTION:

*DRY LOCATION ONLY.

*DO NOT PLACE ANY OBJECT ON THE LIGHT FIXTURE.

*DO NOT TOUCH THE PLACE OF LED LIGHT SOURCE ,PROTECTIVE
MEASURE IS NEEDED.

*.INDOOR USE ONLY.

*.STATIC-FREE PROTECTION MUST BE DONE FOR THE LIGHT FIXTURE.

*.PREVENT SHORT CIRCUIT BY ENSURING THAT THERE IS NO OVERLOAD.

*.ALWAYS DISCONNECT THE POWER SUPPLY BEFORE ADJUSTING OR
MOVING THE LIGHT.

5、、Fix the light on the stand. (NO.5)

6、、Connect the power supply  into the light.

INSTRUCTION MANUAL

*Please read instruction carefully before installation!

* Reservation place for emitting! 
*Be aware of holding the rod tightly when rotating the lampshade,270°
maximum angle of rotation（（NO.1)

1、、Before installation ensure that the  power is off.

4、、Plug  the transformer into the jack at the end of the light.(NO.4)
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